
 

 

                
 
 
          DNA Stage 3 Air Box Mod 
 
I have put together a brief guide on how to fit a Stage 3 Air Box.  
 



 

 

 

 
 
 
 
 



 

 

You will need to lift the rear wheel off the ground. 
 

 
 
Remove key from ignition. Remove battery top cover. 

 



 

 

 

 
We need to lower the rear wheel in order to remove & replace the air box. 
You can remove the rear wheel or remove this link bolt, support the rear 
wheel while removing this bolt.  

 



 

 

With the bolt removed the wheel should be on the floor. 
 

 
 

 



 

 

 
 
You will need to remove the complete tail light assembly & rear mud 
guard. 
 

 



 

 

Remove both exhaust cans & rear fender. 
 

 
 

 
 



 

 

 
 

 
 



 

 

 
 

 
 



 

 

 
 

 
 
 
 



 

 

With the rear wheel lowered you can remove the air box. 
 

 
 

 
 



 

 

 
 

 
 
 
 



 

 

Remove the sleave from the DNA intake pipe. 
 

 
 
Apply grease that is supplied to O ring. 

 



 

 

Fit the sleave over the throttle body, you will need to apply quite a bit of 
force to get the sleave to click into place. If the sleave is fitted correctly 
there should be no gap between the sleave & throttle body 
 

 

 



 

 

 
 
Fit all 4 air box mounting bolts before tightening them 
 

 
 



 

 

 
 

 
 



 

 

 
 

 
 
 
 



 

 

Only tighten the intake clamp once the 4 mounting bolts have been 
tightened 
 

 
 

 



 

 

 
 

 
 



 

 

 
 

 
 



 

 

 
 

 
 
Reset you clock, turn the key on & push the reset & select buttons 
together until the clock flashes. Press Select to switch between Hour/Min 



 

 

& Reset to adjust Hours/Min. Turn key off once set. 
Load your desired fuel map from the CD supplied by DNA. It is always 
recommended to get a custom fuel map made for your own bike. 

 
 

 



 

 

 
 

 
 



 

 

 
 
For further mods please refer to www.XT660.com for all your XT needs. 
 
Disclaimer: Any mods undertaken, are carried out at the owners 
risk. 
 


