
 

 

 
 
If your Air Box mounting bolts do not line up. 
 
We have found there are some small changes to the fame dimensions in 
concern to the mounting points of the XT660X/R air boxes. 
 
To over come the difference in dimensions, the intake pipe has been 
designed to be adjustable. It can be adjust by means of fitting spacers 
between the intake hose & the frame of the air box, in order to shift the 
DNA air box housing backwards or forwards to line up it‘s mounting 
bolts. 
 
In the photo below the DNA air box will not move any further forward 
with the mounting bolt out of alignment. 
 

 
 
 
 
 
 



 

 

If you have this problem remove both Silver frames off the DNA air box,  
unbolt the 4 intake mounting nuts. Refit the Silver side frames with a few 
screws in each corner. This will allow you to move the air box in place, 
line up the 4 Air Box mounting bolts by screwing them in place loosely,  
tighten the 2 Air Box mounting bolts on top by the fuel tank the Air 
box is now lined up. Remove the 2 side mounting bolts & the 2 Silver 
side frames. It should look the same as the photo below. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

 

 
For my 2007 XT660X I had to fit 4 longer intake mounting bolts & 4 X 
6mm spacers. 
 

 

 



 

 

 
 
Do not over tighten the intake mounting bolts & make sure that the 
intake pipe is all the way over the metal sleave.  
 

 


